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 Laser Speed Sensor A1S37P 
 for variable use 
 Specifications and Instructions 
 

 
 
Application 
 

Speed Sensing from a large distance to the target. 
Marked with the reflective tape U1A006, this allows 
up to 2 meters, and even more. 
 

Detection of very narrow spaced objects (slotted 
disk, and similar targets, with the sharp resolution 
by the concentrated laser beam .  
 

Penetrating  a sheet of glass or transparent plastic   

 

Operation under the influence of fluorescent lamps. 
  

How to Use 
Connect the laser head A1S37P immediately to the 
input socket of a C118 or C156 instrument, by the 
cable type SAK, to be rady for use.  
 

It is strongly recommended, to mark the target by a 
piece of the adhesive reflection tape U1A006. This 
highly facilitates the operation, because of the spe-
cial reflection characteristics. Then, just direct the 
beam to the such prepared object. The angular di-
rection is not critical. Scanning a dark spot on a 
glossy surface also is possible, but requires careful 
adjustment to perpendicular direction.  
Quite naturally, the head must be held very steadi-
ly, when scanning from a large distance .The mag-
netic base stand U1A009 is very helpful in this con-
cern, it grips the pin at the bottom side of the head 
(see picture). 
Caution: 
Never look immediately into the laser beam, do not 
direct it to any other person. Do not replace the 
lens of the sensor head.

Marking the Target  
Most effective is the marking by sticking a piece 
(1cm) of the adhesive reflection tape U1A006 on to 
the rotating part. This gives a high degree of reflec-
tion, but diffuse enough to make the beam direction 
uncritical. When using a slotted disk or such, place 
a piece of this tape behind it. 
  

Specifications 
Sensing distance: < 50 mm up to > 2 m. 
Frequency range up to 200 000 pulses/min. 
Ambient Temperature  0 °C ... 50 °C. 

Beam source: Laser red (approx. 645 nm),< 1 mW, 
protection grade 2. 
Beam spot: approx. 1,8 x 3,5 mm. 
Connection: plu-in socket, fitting cable type SAK. 
Dimensions: diameter 28 mm, length 75 mm 
 (+ approx. 80 mm connector space). 
 
 
Subject to change without further notice. 
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